Raising Canes®,LLC.
The World's First Self Righting Walking Cane
35 Outpost Lane, Centerville, MA 02632
Phone: (800) 780-8975 code 00  FAX: (508) 428-6204  http://www.raising-canes.com

Installation Instructions for the Replacement Foam Rubber Handle Grip for Your Raising Cane(
We’ve enclosed materials to allow you to install a new foam grip on your Raising Cane( handle.  In this envelope is a new foam rubber grip and bottle of contact adhesive.  Try the installation first without the adhesive first so that you understand how the grip is attached to the handle. Installation instructions follow:

1.   Remove old foam grip from the cane handle by carefully cutting it off with a razor blade or scissors.  Leave the black tape on the handle tube if there is some there.

2. Pick up the new grip and look at it.  There is a slit that extends from the small, radial hole to one end of the grip. Open the slit up with your fingers. 

3. Slide the part of the grip over the end of the tube handle with the small hole in the grip and the slit pointing down until the small hole touches the canes shaft.
4. Open the contact adhesive and, with the brush provided, carefully coat the two surfaces of the slit with the contact adhesive being careful to keep these surfaces separated.      Important:  Keep these coated  surfaces separated for 15 minutes
5. Press the adhesive-coated surfaces together with your fingers.  They will bond instantly.

6. The grip is now ready to use. 
If you have any questions or problems please call us or email us at info@raising-canes.com
